Art Dudley

. 2 Y-way, reflex-

loaded, floorstanding loudspeaker.

- Drive-units: 1" fabric-dome tweeter,

- 5" polymer-cone midbass unit, 5"
homopolymer-cone woofer. Cross-
over frequencies: 700Hz, 4.5kHz.
Impedance: 8 ohms nominal, 4.4
ohms minimum. Sensitivity:

. 87dB/W/m. Frequency response:

- 52Hz—20kHz, £3dB; -6dB at 40Hz.

30" H by 6.5" W by

10" D. Weight: 35 Ibs.

black ash.

303A00339, 303A00340.
$1649/pair. Approximate
number of dealers: 45.
-Spendor Audio
Systems, Ltd,, Station Road Industrial
Estate, Hailsham, East Sussex BN27
- 2ER, England, UK. Web: www.
spendoraudio.com. US distributor:
QS&D, 33 McWhirt Loop, No.108,
- Fredericksburg, VA 22406. Tel: (800)
659-3711. Web: www.gsandd.com.

Cherry, maple, rosenut,
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S5e

'LOUDSPEAKER

Spendor S5e loudspeakers

'm never more conservative than when the subject turns to home audio.
And at the end of the day, I want little more than to preserve the hobby’s
finest institutions: Alnico magnets. Parchment cones. Mono. Sonata
form. Ballads that actually tell stories. Give me tubes. Give me vinyl.
Give me thin-walled hardwood cabinets, obsolete tweeters, and hand-
made polypropylene woofers. Give me the Spendor BC1.

It was a dark day when Spendor stopped making their first and finest
| loudspeaker —or so I used to think. I got over it when I heard the Spendor
| SP100 in the early 1990s, and when I admitted to myself that the newer speak-
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